
 
 
 

 
 
 
 

 
 

 



OPERATOR
DESIGNED
HANDLES
Handles are
positioned for
operator comfort
which reduces
user fatigue.

DUAL SAFETY
INTERLOCKS
Dual safety interlocks
prevent unintentional
start-ups and allow
operator to start
machine from either
handle position.
Each machine is
also equipped with
a power indicator
light.
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Minuteman Canada, Inc.
2210 Drew Road
Mississauga, Ontario L5S 1B1
Telephone: (905) 673-3222
Fax: (905) 673-5161

World Headquarters
Minuteman International, Inc.
111 South Rohlwing Road
Addison, IL  60101-4244
Telephone: (630) 627-6900
Fax: (630) 627-1130

THE FULL LINE • Industrial/Commercial/Institutional and Critical Filter Vacs • Sweepers • Scrubbers • Floor/Carpet Machines
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CAST ALUMINUM
HOUSING
A cast aluminum
housing and
heavy-duty
bumper prevent
the machine and
walls from damage.

HEAVY-DUTY
BUMPER
Prevents damage to
machine and to
walls.

ADDITIONAL FEATURES:

CARBON BRUSH
INDICATOR LIGHT
This light alerts the
operator when carbon
brushes need to be
serviced or replaced,
plus, a 20 amp circuit
breaker.

www.minutemanintl.com

PAD SPEED: 1500 RPM         1500RPM
PAD DIAMETER:     20" 51 cm
MOTOR: 1-1/2 HP,115 v      1-1/2 HP, 240 v 
WHEELS:    (4) 5" (4) 13 cm
WEIGHT:     82 lbs. 37 kg
HEIGHT:     50" 128 cm
SWITCHES:
CIRCUIT BREAKER:
PAD PRESSURE:
CORD:

          Dual Safety Interlock

  50'/15 m, 14-3 wire insulation

        20 amp, push to reset     
               Adjustable




